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The DVDO® iScan™ VP30 is t he next  generat ion high- resolut ion video processor 
and A/ V sw it cher that  set s a new standard for up, down, and cross- convert ing all  
of your video sources. Whether  it 's your  480i cable feed,  480p DVD player,  or 720p 
or  1080i HD set - top-box signal- the iScan VP30 scales your video output  to 
perfect ly  m atch the opt im um  resolut ion of your  display,  up t o 1080p!  Plus,  it 's 
HDCP com pliant  over each of the 4 dig ital HDMI  inputs,  and accepts any legacy 
480i/ 480p analog sources. 
 
The VP30 serves as your com plete A/ V hub,  providing audio/ v ideo swit ching that  
sim ultaneously elim inates A/ V lipsync and allows a one w ire connect ion to display 
for all of your video needs. 

 
Inputs 

Twelve Video Inputs Available:  2 Com posite (NTSC/ PAL/ SECAM) / 2 
S-Video (NTSC/ PAL/ SECAM) / 2 Com ponent  (YPbPr or RGB/ S)  processes 
480i/ p-60, 576i/ p-50, 720p-50/ 60, 1080i-50/ 60 / 1 RGBHV/ Com ponent  
(BNC-sty le connect ors)  processes 480p-60, 576p-50, 720p-50/ 60, 1080i-
50/ 60, VGA-SXGA@60Hz / 4 HDMI  (RGB or  YCbCr)  processes 480i/ p-60, 
576i/ p-50, 720p-50/ 60, 1080i-50/ 60, VGA-SXGA@60Hz / 1 SD-SDI  (Ser ial 
Digit al I nter face)  Opt ional processes 480i-60, 576i-50 

Nine Audio Inputs: 4 HDMI , 2 Assignable Coaxial Digit al, 2  Assignable 
Opt ical Digit al, 1  Assignable Analog Pair (L/ R)  

Outputs 

One Analog Video Output:  Using High Qualit y BNC-st y le connect ors, 
Configurable for YPbPr,  RGBHV, RGB/ S, or RGB One HDMI Output: 
Audio/ Video Output , Conf igurable for  YPbPr or RGB, Also carr ies digit al 
audio Two Digital Audio Outputs (Simultaneously Active):  One 
Coax ial Digit al, One Opt ical Digit al 

Digital Television Standards:  480p (720x480) , 540p (1920x540) , 576p 
(720x576) , 720p (1280x720) , 1080i (1920x1080) , 1080p (1920x1080)  
 

  



 

iScan VP50         16.890 Kn 

 
The DVDO® iScan™ VP50 is a high-definit ion video processor and A/ V hub that  
convert s st andard defin it ion, high defin it ion ( including 1080p)  and PC signals from  
your DVD player,  HD-DVD player,  Blu- ray Disc player,  HD DVR, gam e console or  
PC to any output  resolut ion between VGA and 1080p, including popular HDTV 
resolut ions such as 720p and 1080i. 

The VP50 serves as your com plete A/ V hub,  providing audio/ v ideo swit ching that  
sim ultaneously elim inates A/ V lipsync and allows a one w ire connect ion to display 
for all of your video needs.  
 
Inputs 

12 Video Inputs Available: 2 Com posite (NTSC/ PAL/ SECAM) / 2 S-
Video (NTSC/ PAL/ SECAM)  / 2  Com ponent  (YPbPr or RGB/ S)  processes 
480i/ p-60, 576i/ p-50, 720p-50/ 60, 1080i-50/ 60 / 1 RGBHV/ Com ponent  
(BNC-sty le connect ors)  processes 480p-60, 576p-50, 720p-50/ 60, 1080i-
50/ 60, VGA-SXGA@60Hz / 4 HDMI  (RGB or  YCbCr)  processes 480i/ p-60, 
576i/ p-50, 720p-50/ 60, 1080i-24/ 25/ 50/ 60 input s, 1080p-50/ 60, VGA-
SXGA@60Hz / 1 SD-SDI  (Serial Digital I nterface)  Opt ional processes 480i-
60, 576i-50 

9 Audio Inputs:  4 HDMI , 2 Assignable Coaxial Digit al, 2 Assignable 
Opt ical Digit al, 1  Assignable Analog Pair (L/ R)  

Outputs 

Video Outputs: 1 Digital Audio/ Video Output  using HDMI  (High Def init ion 
Mult im edia I nterface)  connect or configurable for RGB (4: 4: 4)  or YPbPr 
(4 : 4: 4 or 4: 2 : 2)  also carries digital audio, 1  Analog using BNC-style 
connect ors conf igurable for YPbPr, RGBHV, RGB/ S, or RGB  

2 Digital Audio Outputs: One Coax ial Digital,  One Opt ical Digit al 

 
Digital Television Standards:  480p (720x480) , 540p (1920x540) , 576p 
(720x576) , 720p (1280x720) , 1080i (1920x1080) , 1080p (1920x1080)  
 
 

  



 
 
iScan VP50 Pro        23.600 Kn 
 
 
 

 
Th e DVDO iScan™ VP50PRO is the world's f irst  video processor to incorporate 
HDMI 1.3 com pat ib ilit y and the first  t o earn THX Video Certification,  t he 
indust ry's prem iere hallm ark of quality , usabilit y  and com pat ibility.  The iScan 
VP50PRO convert s standard definit ion, high definit ion and PC signals from  your 
DVD player,  HD-DVD player,  Blu- ray Disc player , HD DVR, gam e console,  or PC to 
any output  resolut ion up to 1080p.    
 
The VP50PRO serves as your com plete A/ V hub,  prov iding audio/ video switching 
that  sim ultaneously  elim inates A/ V lipsync and allows a one w ire connect ion to 
display for all your v ideo needs.  
 
I nputs 

13 Video Inputs Available: 2 Com posite (NTSC/ PAL/ SECAM) / 2 S-
Video (NTSC/ PAL/ SECAM)  / 2  Com ponent  (YPbPr or RGB/ S)  processes 
480i/ p-60, 576i/ p-50, 720p-50/ 60, 1080i-50/ 60 / 1 RGBHV/ Com ponent  
(BNC-sty le connect ors)  processes 480p-60, 576p-50, 720p-50/ 60, 1080i-
50/ 60, VGA-SXGA@60Hz / 4 HDMI 1.3 (RGB or  YCbCr)  processes 480i/ p-
60, 576i/ p-50, 720p-50/ 60, 1080i-24/ 25/ 50/ 60 inputs, 1080p-50/ 60, VGA-
SXGA@60Hz / 2 SD/ HD-SDI  (Ser ial Digit al I nt erface)  processes 480i-60, 
576i-50, 720p-60p, 1080i-50/ 60, 1080p-24/ 25/ 30 (Opt ional)  

9 Audio Inputs:  4 HDMI  1.3, 2 Assignable Coaxial Digit al, 2  Assignable 
Opt ical Digit al, 1  Assignable Analog Pair (L/ R)  

Out put s 

Video Outputs: 1 Digital Audio/ Video Output  using HDMI  (High Def init ion 
Mult im edia I nterface)  connect or configurable for RGB (4: 4: 4)  or YPbPr 
(4 : 4: 4 or 4: 2 : 2)  also carries digital audio, 1  Analog using BNC-style 
connect ors conf igurable for YPbPr, RGBHV, RGB/ S, or RGB 

2 Digital Audio Outputs: One Coax ial Digital,  One Opt ical Digit al 

Digital Television Standards:  480p (720x480) , 576p (720x576) , 720p 
(1280x720) , 1080i ( 1920x1080) , 1080p (1920x1080) , 1080p-24 
(1920x1080@24Hz)  
 

    


